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Guidance for all: CDC Guidance for 
Vaccine Storage and Handling
Proper vaccine storage and handling are important factors in minimizing errors which result in a need for re-vaccination of many 

patients and significant financial loss due to wasted vaccines. One main issue identified with poor vaccine storage and handling 

results from failure to store and handle vaccines properly. This infographic acts as a resource to assist you in properly storing your 

vaccine supply using CDC’s best practices and Testo’s 60 years of temperature devices manufacturing experience.

Storage Unit:  
Best Practices
Good air circulation around the outside of the storage unit is important. Your units should be 

in a well-ventilated room, with nothing blocking the cover of the motor compartment. 

Refrigerators should maintain temperatures between 2° C and 8° C (36° F and 46° F). 

Freezers should maintain temperatures between -50° C and -15° C (-58° F and +5° F).

do not
unplug

Temperature  
Monitoring Device
Utilizing a digital data logger is one of the most accurate, stress free ways of collecting 

temperature data. A buffered temperature probe provides the most accurate way of 

measuring vaccine temperatures. Temperature data from a data logger can either be 

downloaded to a computer using free software or retrieved from a website portal.  

It is important to decide whether independent software or a website program works best for 

your facility. 

What features should my 
Monitoring Device have?
1. Detachable buffered probe which includes glycol, glass beads, or sand.

2. Alarms either via email, SMS, or on the digital display for out-of-range temperatures.

3. Low battery Current, minimum, and maximum temperature display.

4. Recommended uncertainty of +/-0 .5° C (+/-1° F). 

5. Logging interval (or reading rate) that can be programmed by the user to measure and 

record temperatures at least every 30 minutes. 

6. Ensure your device has a current Certificate of Calibration traceable to a nationally 

accepted standard.
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Testo: 
High-tech from the Black Forest.

Testo is a world leader in the design, development, and manu-

facture of innovative products and services for environmental 

and industrial measurement. For more than 60 years, leading 

companies in the life sciences industries have relied on Testo 

to help protect their products.

Testo’s first product  was a simple electronic thermometer. 

Today, the product line has expanded to include a large variety 

of critical  measuring instruments, such as data loggers, air 

velocity meters, humidity and dew point meters, sound, pres-

sure, and light meters.

With over 2,700 employees in 33 offices worldwide, Testo 

understands local requirements and culture. Testo currently has 

hundreds of thousands of data loggers in the market, storing 

over 17 billion data sets.
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