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Choose Model
In which temperature range do your goods have to be stored?
°C
°C
In which humidity range do your goods have to be stored?
%
%
In which upper of shock do your goods have to be stored?
g
How long will your transport approximately last?
days
We suggest a measurement cycle is 
15
If you want to change it, please use the expert mode.
minutes.
Which time zone should the measurement report be based on? 
Alarm Settings
Direction
Limit Value / Unit
Alarm Type
Allowed Time
Temp.
Temp.
Temp.
Temp.
MKT
Hum.
Hum.
Shock
%
min
min
min
min
min
min
1
1
°C
°C
°C
°C
°C
%
g
General Information
Device Configuration
hour
min
Start Setting
hour
min
Stop Setting
days
KJ/mol
153535
2013-09-01
2013-09-02
Expert Mode
Configuration Assistant
Please click here to transfer the configuration data to the data logger
0
Import Configuration Data
Please click here to transfer the configuration data to the data logger
10.0.2.20120224.1.869952.867557
emo@testo.net.cn
20180918_V1.16
TSZ20180918
TSZ20170711
Please open it with Adobe Reader X or later. 
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Expert Mode
NO
YES
Choose Model
3
In which temperature range do your goods have to be stored?
°C
°C
and
Between
2-8°C
15-25°C
Others
In which humidity range do your goods have to be stored?
and
Between
Others
In which maximum level of shock may your goods be subjected?
g
4g
Others
10g
Maximum
How long will your transport approximately last?
days
We suggest a measurement cycle is
Your transport duration last 
If you want to change it, please use the expert mode.
minutes.
Which time zone should the measurement report be based on?
Time Zone
Alarm Settings
Direction
Limit Value/Unit
Alarm Type
Allowed Time
Temp.
Temp.
Temp.
Temp.
MKT
Hum.
Hum.
Shock
min
min
min
min
min
min
°C
°C
°C
°C
°C
g
General Information
Report Language
Report Title
Sender
Receiver
Comment
E-Mail To
Report Name
Report Time Zone
Device Configuration
Meas. Interval
hour
min
Start Setting
time
PC
button
Start Date/Time
Start Delay
hour
min
Stop Setting
PC
button
time
Stop Date/Time
Remaining Battery
days
MKT Activation Energy
KJ/mol
Date/Time Format
LCD Enable
LED Enable
Time Mark Enable
334393
Configured By
NFC
Expert Mode
Configuration Assistant
Please click here to transfer the configuration data to the data logger
Import
Import Configured Data
Please click here to transfer the configuration data to the data logger
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